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Product              Description
Reference

DRM-21 8-channel RC-5 selector with momentary open collector outputs.
Visible LED indicates active output channel. 12Vdc power supply required.

DRM-11 Single channel 0-10V lighting controller.  
Momentary commands for level increase, decrease and stop. 
Adjustable maximum level and scan rate.
On-board mains power supply with 12Vdc output for powering other devices. 
Panel or DIN rail mounting.
On-board test push buttons. 
Unlimited number of parallel command buttons.

IR-40 8-channel relay controller.  
Each relay has 230V/5A rating with both NO and NC terminals available on a 3-point connector.Each relay has 230V/5A rating with both NO and NC terminals available on a 3-point connector.
Each channel may be individually configured for momentary or toggle operation.
On-board I/R receiver and a connector for external I/R commands.
Front panel LEDs display the state of each channel.  
On-board mains power supply.

IR-44 4-channel relay controller. 
Each relay has 230V / 5A rating with both NO and NC terminal available on a 3-point connector.
Each channel can be individually configured for momentary or separate on/off control.
On-board I/R receiver and a connector for external I/R commands.
Rear panel LEDs display the state of each channel.
Requires external 12Vdc power supply.

IRX-04 Single channel relay controller.
Relay has 230V / 5A rating and both NO and NC terminals are available on a 3-point connector.
On-board I/R receiver and a connector for external I/R commands.
User-set either momentary or latched operation.
Requires an external 12Vdc power supply.

IRM-A2 Stereo audio volume controller.
Two unbalanced inputs and 2 outputs.
On-board I/R receiver and  a connector for external I/R commands.On-board I/R receiver and  a connector for external I/R commands.
Adjustable scan rate and manual gain trim.
On-board mains power supply.

LIF-03 Dual-channel relay controller with two low-voltage relay contact outputs.
Momentary operation of either relay or both simultaneously.
On-board I/R receiver and a connector for external I/R commands.
Requires 12Vdc external power supply.

IRR-05 IRR receiver with 2-state TTL output, 2 I/R codes for on/off functions.
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